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BEST AVAILABLE IMAGES 



Defective images within this document are accurate representations of 
the original documents submitted by the applicant. 

Defects in the images may include (but are not limited to): 



BLACK BORDERS 

TEXT CUT OFF AT TOP, BOTTOM OR SIDES 
FADED TEXT 
ILLEGIBLE TEXT 
SKEWED/SLANTED IMAGES 
COLORED PHOTOS 

BLACK OR VERY BLACK AND WHITE DARK PHOTOS 
GRAY SCALE DOCUMENTS 



IMAGES ARE BEST AVAILABLE COPY. 



As rescanning documents will not correct images, 
please do not report the images to the 
Image Problem Mailbox. 
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Data Archives 



Stepl: Select Collection Method ; 

You can select either a System Resident Deflection Agent or a Central Poflnq Agent to cofect performance data. ! 

The Central Pcflng Agent wl configure a sttdje poftrg process that cotects pe rf brrnance data and stores It h a central capacity database. 

The Resident Prihq Agent wl configure one or more poBng processes on remote systems to transmit performance data to a central capacity ! 



Select one of the following options: 






Step O: Confirm meaaremsnt before saving 



DBOOSPROTO 
D*y*i • Monday* 

• Wadnotday* 

• Thursdays 

Ongoing until 11/15/1999 9(31:19 * 
Start (taw: llOttOO 
Duration} 24 hours 
PoBng Interval: Every 5 minutes 

Countersi Processor : %W Processor Time 

System i Processor Queue Length 



Process i Thread Count 

Network Interface i ^fc Network Utfl 

Network Interface i Bytes Rccehred/si 



FIG. 12 



Po9ng htorveb Every 1 second 

Counters* Processor i *e Processor Tkne 

a Length 



Network Interface 1 *k Network Utfl 
Network Interface > Bytes Received/sec 






FIG. 13. 




FIG. 14. 




FIG. 15. 




FIG. 16. 




FIG. 17 



